پيوست 1
	1
	UPS 2KVA

Online
	فاراتل مدل  SDC 2000 RM
تكنولوژي Online Double Conversion  
توان 2000 VA - تك فاز

ضريب قدرت نامي 0.7

تحمل اضافه بار 120%  - يك دقيقه

مشخصات كابينت باطري :

SBC 96/18AH-RM-CHR
داراي 16 عدد باطري 12V/9AH سيلد ليد اسيد

به همراه شارژر داخلي 96VDC

	2
	UPS 3KVA

Online
	فاراتل  مدل  SDC 3000 RM
تكنولوژي Online Double Conversion  
توان 3000 VA - تك فاز

ضريب قدرت نامي 0.7
تحمل اضافه بار 120%  - يك دقيقه

مشخصات كابينت باطري :

SBC 96/18AH-RM-CHR
داراي 16 عدد باطري 12V/9AH سيلد ليد اسيد

به همراه شارژر داخلي 96VDC

	3
	كامپيوتر سرور HP
	HP ProLiant DL380 G7
2*Intel xeon E5620 (2.40GHz/4-core/12MB/80W) Processor Kit

HP 146GB*4 (6G SAS 10K rpm SFF (2.5-inch) DUAL PORT ENTERPRISE)
HP 8GB (2x4GB) Dual Rank *8 PC3-10600 (DDR3-1333)
HP Smart Array P410i/256 MB Controller (RAID 0/1/1+0/5/5+0)

2*HP 460W Common Slot Platinum Power Supply Kit

N+1 redundancy standard
Operating Systems: Suppotrs Windows, RHEL ,SLES, NetWare, Oracle

Enterprise Linux, VMware, and Citrix
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	4
	كامپيوتر كاربر Workstation
	HP ProLiant ML 110 G6
Intel Pentium G6950 (2.80GHz/2-core/3MB/73W) FIO Processor

HP 2*2GB Dual Rank *8 PC3-10600 (DDR3-1333) Unbuffered

2*-500GB 3G SATA 7.2K rpm SFF (2.5-inch) Midline

HP Smart Array B110i SATA RAID Controller (RAID 0/1/1+0)

HP Slim SATA DVDRW Optical Drive

300W Non-Hot Plug, Non-Redundant Power Supply

One (1) – Non-redundant system fan ships standard

Supports Windows, RHEL, SLES,NetWare,Oracle Enterprise Linux, VMware, and Citrix
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